ISSUE DATE

**CAUTION: Print in actual scale (100% / 1:1), verify dimensions

227.40mm (8.95")
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32.00mm (1.26")

. . —~
Place this section N
inside the wheel g
center hole ~ \
S
S
(]
—~ [ce]
o [{e]
© ~
-
[ S|
2 £
c S
<)) o
o <
[ee]
Ko} ™
=] .
T Caliper / Rotor Center
Instructions:
1. Print in actual scale. Verify dimensions. THE INFORMATION CONTAINED IN THIS DRAWING IS THE
2. Glue the template onto a cardboard to increase rigidity. SOLE PROPERTY OF PARAGON PERFORMANCE PRODUCTS
3. Cut out along the dashed line shown on the template. THE WRITTEN PERMBSION OF PARAGON PERFORMANGE
4. Lay the template on the inside surface of the wheel, inside the wheel PRODUCTS INC. 1S PROHIBITED.
center hole. Make sure the template is aligned properly, as centered as DETAILS MAY BE CHANGED WITHOUT PRIOR NOTICE @E
possible in the wheel center hole, and sits flush against the inside surface of the wheel.
5. Rotate the template around the wheel radius. Make sure there is at least 2.5mm (0.1")
clearance between the template and the spokes and barrel of the wheel. p
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Description: Wheel Fitment Template - Tesla Model 3 AWD Performance / Model Y 385x28mm Front Rotors
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